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Model Jmenovita vazivost | Minimélni dilek | Velikost ploSiny
Model Nominal capacity | Minimum interval | Platform AxB mm
Ln vmin
105 2 kg 2 kg 049 150 x 150
105 3 kg 3kg 059 150 x 150
105 5kg 5kg 099 250 x 250
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Dvojity ohybovy snimac

Meéfici prvek z berylium — médéné slitiny
3000 dilki dle OIML doporuéeno R60 tfida C
Ochrany proti relativni vihkosti do 95 % bez kondenz.
Jednobodovy snimac,vysoka pfesnost s excentrickym zatizenim

SestivodiCové zapojeni

Integrovand stfedova ochrana proti pfetizeni
(musi byt nastavena na 150 % max)

Rozméry v mm. / Dimensions in mm.

M6

Hmotnost / Weight : 600 g

Double bending beam load cell

Measuring element from Beryllium-Copper alloy

3000 divisions 0.I.M.L. R60 class C

Protected against humidity up to 95 % (N.C.)

Single point load cell. High accuracy with off-center loads
6 wire (sense) electrical connection

Integrated on-center overload protection

(must be adjusted with 150 % max)

Technicka data Specifications
Jmenovité zatéz 2,3,5 kg Nominal capacities (Ln)
Trida presnosti 3000 n.0IML Accuracy class
Minimalni mrtva hmotnost 0 % Ln Minimum dead load
Pracovni zatizeni 150 % Ln (1) Service load

Limit bezpecného zatizeni 200 % Ln (1) Safe load limit

Celkové chyba <=0,017 % Sn (2) Total error

Chyba opakovatelnosti <+ 0,01 % Sn Repeatability error
Teplotni drift: Temperature effect:

na nule <+0,01 % Sn/5K on zero

na zndmé hodnoté <+ 0,006 % Sn/5K on sesitivity

Chyba teceni ( 30 minut ) <+ 0,016 % Sn Creep error (30 minutes )
Jmenovity teplotni rozsah -10...+440 °C Temperature compensation
Limitni teplotni rozsah -20...450 °C Temparature limits
Jmenovitd citlivost (Sn) 2 +10% mV/V(3) Nominal sensitivy (Sn)
Jmenovité napdjeci napéti 10 v Nominal input voltage
Maximadlni napjeci napéti 15 v Maximum input voltage
Vstupni impedance 400 = 20 QO Imput impedance
Vlystupni impedance 350 + 3 0 Output impedance
Tolerance vystupu na nule <*2 % Sn No load output

Izolaéni odpor > 5000 MQ Insulation resistance
Maximalni ohyb ( na Ln) 0,4-05 mm Maximum deflection (at Ln)
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Sense: 2 privody k udrZeni konst. napajeciho napéti sni-

mace s pouZitim vhodného el. zafizeni, zvId5té u dlouhé-

ho vedeni a Sirokého teplotniho rozsahu.

Stinéni: Neni spojeno s télem snimace.

Senses: 2 additional wires to maintain a constant voltage

supply at the load cell when used with proper instrumen-

tation. Use specially when long wires and wide tenperatu-

re range.

Shield: Not connected to transducer body.

1) Pouze u stfedového zatizeni na snimaci

(2) Celkové chyba bez linearity a hystereze

(3) 2 =0,1% mV/V vybérovy

(1) Only central loads on the load cell. Not for off-center
loads

(2) Total error: Non Linearity and Hysteresis

(3) 2=+ 0,1% mV/V optional



