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Model Jmenovita vazivost | Trida presnosti ©
Model Nominal capacity Accuracy class
Ln n OIML
200 2kg 2kg 150 x 150 Rozméry v mm. / Dimensions in mm. Hmotnost / Weight: 2,3 kg
200 3kg 3 kg 150 x 150
200 5kg 5kg 250 x 250
200 7,5 kg 7,5kg 300 x 300
200 10kg 10 kg 400 x 300
200 15kg 15kg 400 x 300
200 20 kg 20 kg 400 x 300 "[
200 30kg 30 kg 400 x 300
¢ Dvojity ohybovy snimac e Double bending beam load cell
o Meérici prvek z berylium — médéné slitiny e Measuring element from Beryllium-Copper alloy
e Vynikajici linearita a hystereze ¢ Qutstanding linearity and hysteresis
¢ \/ysokd odolnost proti inavé materialu a naraztim e Viscous damping specially for use in dynamic weighing applicati-
e Viskozni tlumeni vhodné pro dynamické véZeni kratka doba ustéle- ons. Faster settling time. Higher weighing speeds. Increase load
ni, vy§8i vazici rychlost, zvySend Zivotnost snimace cell life.
e Nerezové pouzdro, kryti IP 65 (EN 60529) e Stainless-steel housing
* Jednobodovy snimac,vysoké presnost s excentrickym zatizenim  Protected against humidity IP 65 (EN 60529)
¢ Sestivodi¢ové zapojeni e Single point load cell. High accuracy with off-center loads
e Integrovana stfedova ochrana proti pretizeni * 6 wire (sense) electrical connection
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Integrated on-center overload protection

— — Elektrické zapojeni
Technicka data Specifications Electrical connection
Jmenovité zatéz 2-30 kg Nominal capacities (Ln) |
Trida pfesnosti 0,05 % Accuracy class :siinse Z:g:ér 3 / ?Jgﬁ
Minimalni mrtvd hmotnost 0 % Ln Minimum dead load g
Pracovni zatizeni 150 % Ln (1) Service load )
Limit bezpe&ného zatizeni 200 % Ln (1) Safe load limit +out ruda/ red
Celkova chyba <=0,05 % Sn (2) Total error
Chyba opakovatelnosti <+0,015 % Sn Repeatability error -in gernd / black
Teplotni drift: Temperature effect: _sense Hluté / yellow
na nule <+0,04 % Sn/5K on zero
na znamé hodnoté <=+0,02 % Sn/5K on sesitivity - out bila / white
Chyba teceni ( 30 minut ) <+ 0,035 % Sn Creep error (30 minutes ) stinéni / shield
Jmenovity teplotni rozsah -10...+40 °C Temperature compensation Sense: 2 pfivody k udrzeni konst. napajeciho napéti sni-
Limitnf teplotni rozsah -20...450 °C Temparature limits ace s pouZitin vhodného el zafizenl, zvite u dlouhé-

ISR - — 0 vedeni a Sirokeno teplotnino rozsanu.
Jmenovita citlivost (Sn) 2+10% mv/N Nominal sensitivy (Sn) Stinéni: Neni spojeno s‘;élem snimade.
Jmenovité napdjeci napéti 10 v Nominal input voltage Senses: 2 additional wires to maintain a constant voltage
imAIn{ gianl At i i supply at the load cell when used with proper instrumen-
Max'm‘i"_”' napajeci napet 15 v MaX|m.um input voltage tation. Use specially when long wires and wide tenperatu-
Vstupni impedance 400 + 20 0 Imput impedance re range.
Vystupni impedance 350 + 3 10} Output impedance %h)iek}i): Not Contr]egtedlao tratr]§dt{cer body.
g ouze u streaoveno zatizeni na snimaci
Tolerance vystupu na nule <x2 % Sn No '°aF‘ 0utpu.t (2) Celkovd chyba bez linearity a hystereze
Izolaéni odpor > 5000 MQ Insulation resistance (1) Only central loads on the load cell. Not for off-center
iMAInT i i loads
Maximalni ohyb ( na Ln) 0,2-04 mm Maximum deflection (at Ln) (2) Total error: Non Linearity and Hysteresis



